18" MIN.

18" MIN.
CONCRETE CURB ASPHALT
; H[ ]ll R ROAD BASE
( | ™
— s
AN 8" MIN. - 1'-2 3/4" MIN.
SPACING BETWEEN BASE PLATE 725 CLASS A
CONCRETE SLAB

& TOP OF PVC BASIN SHALL NOT
BE GREATER THAN 1/2"

SPECIFIED JOINTS (CORRUGATED HIGH

BASIN SHALL BE MADE
FROM ASTM D-3034

18" - 30" BASINS ~ 6" MIN DENSITY POLYETHYLENE PIPE, PVC SWR PIPE
SPECIFIED SIZE ON PLANS T SDR-35, PVC SCH 40, PVC C-900, DIP).
FOR CMP AND RGRCP STUB OUT
A TWO FOOT PIPE MATERAL SPECIFIED
FILL SUMP WITH ABOVE AND CONNECT THEM TOGETHER
CONCRETE TO INVERT WITH A CONCRETE COLLAR PER DETAIL 505.
BACKFILL MATERIAL SHALL BE 701.2.1.
BACKFILL MATERIAL SHALL BE PLACED
UNIFORMLY IN 8" LIFTS AND COMPACTED TO
A MINUMUM OF 95% STANDARD PROCTOR
DENSITY, OR 1/2 SACK CLSM PER 728.
— — CONCRETE CURB
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S & P
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3925 575
3625 473 LOWEST
HOOD SETTING
DRAINS TO WATERWAY; T =
! >~ ~ \ “1°
, ADJUSTMENT SLOTS
8.73 HIGHEST
2725 2425 HOOD SETTING
18.50
n 250
ﬁ 4{
u 250
687 |~
3475
Hoob 3288
APPROX. DRAIN AREA OF DIAGONAL GRATE =232.67 SQ IN.
APPROX. DRAIN AREA OF DIAGONAL GRATE & HOOD
LOWEST SETTING = 369.54 SQ IN
- ~ LOWEST + 1" SETTING = 402.41 SQ IN
FRAVE LOWEST +2" SETTING = 435.29 5Q IN
LOWEST +3" SETTING = 468.16 5Q IN 1675
N HIGHEST SETTING = 501.044 SQ IN :
APPROX. WEIGHT OF GRATE = 112.5 LBS.
APPROX. WEIGHT OF GRATE, FRAME & HOOD ASSEMBLY
W/ 18" BASE = 477.5LBS.
' W/ 24" BASE = 466.0 LBS.
' W/ 30" BASE = 4365 LBS.
(16) 1" GRATE SLOTS
TOP OF BASE PLATE TO
TOP OF DRAIN BASIN ‘ ‘
18" & 24" BASE: 2.83 BASE PLATE | 3475 "]
30" BASE: 44
APPROX. DRAIN AREA OF DIAGONAL GRATE = 327.25 SQ IN.
APPROX. DRAIN AREA OF DIAGONAL GRATE & HOOD )
LOWEST SETTING = 463.92 5Q IN
LOWEST +1" SETTING =496.79 SQ IN g 16.75
LOWEST +2" SETTING = 529.67 5Q IN
MATERIAL: DUCTILE IRON GRATE MEETING H-20 LOAD LOWEST + 3" SETTING =562.54 SQIN
RATING & CONFORMING TO ASTM A536 GRADE 70-50-05 HIGHEST SETTING = 59542 5Q IN
ALL CASTINGS ARE FURNISHED WITH APPROX. WEIGHT OF GRATE = 123.0 LBS. L LT L L
BLACK PAINT AND ZINC PLATED FASTENERS APPROX. WEIGHT OF GRATE, FRAVIE & HOOD ASSEMBLY
SLOPE OF GRATE SURFACE IS 5.2% W/18" BASE = 486.0LBS.
CURB INLET FRAME INSIDE VOLUME IS APPROX 2.73 CU FT m gg gﬁgg : izgg tgg' LSS ELELELEL LN
200 / \>/<
11X 135° 11X 141
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39.25
258
36.25
45° 575
PIVOT
ADJUSTMENT -
2725 2425 1.00 VERTICLE
18.50 ADJUSTMENT
250
I 250
J 687 |~
GRATE ADJUSTMENT SLOTS
3475
APPROX. DRAIN AREA OF DIAGONAL GRATE =232.87 SQ IN.
APPROX. DRAIN AREA OF DIAGONAL GRATE & HOOD
HOOD LOWEST SETTING = 369.54 SQ IN
LOWEST + 1 SETTING = 402.41 SQ IN
FRAME LOWEST +2" SETTING = 435.29 5Q IN
LOWEST +3" SETTING = 468.16 SQ IN 675
HIGHEST SETTING = 501,044 SQ IN :
| 2222222227272 @1 APPROX. WEIGHT OF GRATE = 112.5 LBS.
APPROX. WEIGHT OF GRATE, FRAME & HOOD ASSEMBLY
W/ 18" BASE = 477.5LBS.
: W/ 24" BASE = 466.0 LBS.
; , W/ 30" BASE = 436.5LBS.
b r— r—1 rof (16) 1° GRATE SLOTS
BASE PLATE ‘ ‘
TOP OF BASE PLATE TO ‘ 34.75 7
TOP OF DRAIN BASIN
18" & 24" BASE: 2.83 —
30" BASE: 44
APPROX. DRAIN AREA OF DIAGONAL GRATE = 327.25 SQ IN.
APPROX. DRAIN AREA OF DIAGONAL GRATE & HOOD ]
LOWEST SETTING = 463.92 SQ IN
LOWEST + 1" SETTING = 496.79 SQIN E 16.75
LOWEST +2" SETTING = 529.67 SQ IN
MATERIAL: DUCTILE IRON GRATE MEETING H-20 LOAD LOWEST +3" SETTING = 562.54 SQIN
RATING & CONFORMING TO ASTM A536 GRADE 70-50-05 HIGHEST SETTING = 595.42 5Q IN
ALL CASTINGS ARE FURNISHED WITH APPROX. WEIGHT OF GRATE = 123.0 LBS. el L b L L L
BLACK PAINT AND ZINC PLATED FASTENERS APPROX. WEIGHT OF GRATE, FRAME & HOOD ASSEMBLY
SLOPE OF GRATE SURFACE IS 5.2% W/ 18" BASE = 488.0 LBS. !
CURB INLET FRAME INSIDE VOLUME IS APPROX 2.73 CU FT 2 BASE Z 70 LBS. NECELELLLELELL L LN
200 3 / \>/<
11X 135° 11X 141
DETAIL NO. REVISED | DETAIL NO.
1 1 n n
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18" MIN.

SPACING BETWEEN BASE PLATE
& TOP OF PVC BASIN SHALL NOT
BE GREATER THAN 1/2"

18" MIN.
/ CONCRETE CURB ASPHALT
\ ROAD BASE ==
oy
8" MIN. 1'-2 3/4" MIN.
725 CLASS A
CONCRETE SLAB

18" - 30" BASINS

SPECIFIED JOINTS (CORRUGATED HIGH
DENSITY POLYETHYLENE PIPE, PVC
SDR-35, PVC SCH 40, PVC C-900, DIP).

SPECIFIED SIZE ON PLANS

FILL SUMP WITH
CONCRETE TO INVERT

TOP VIEW

6" MIN JV

FOR CMP AND RGRCP STUB OUT

A TWO FOOT PIPE MATERAL SPECIFIED
ABOVE AND CONNECT THEM TOGETHER
WITH A CONCRETE COLLAR PER DETAIL 505.

BACKFILL MATERIAL SHALL BE 701.2.1.
BACKFILL MATERIAL SHALL BE PLACED
UNIFORMLY IN 8" LIFTS AND COMPACTED TO
A MINUMUM OF 95% STANDARD PROCTOR
DENSITY, OR 1/2 SACK CLSM PER 728.

CONCRETE CURB

725 CLASS A
CONCRETE SLAB

BASIN SHALL BE MADE
FROM ASTM D-3034
SWR PIPE

DETAIL NO.
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27.25
24.25
[DO NOT POLLUTE
N Lo ] e [
d > NS !
t U ADJUSTMENT SLOTS
)
27.25 24.25
J
18.50 P - A Al
n n
d #—4
U o U 2.50
HooD 20.88
4 N
FRAME
\ q
L 1|
TOP OF BASE PLATE TO
TOP OF DRAIN BASIN BASE PLATE
12"- 24" BASE: 2.82
30" BASE: .38

473 LOWEST
HOOD SETTING

8.73 HIGHEST
HOOD SETTING

APPROX. DRAIN AREA OF STANDARD GRATE = 146.18 SQ IN.
APPROX. DRAIN AREA OF STANDARD GRATE & HOOD

LOWEST SETTING =227.37 SQ IN
LOWEST +1" SETTING = 24825 SQ IN
LOWEST +2" SETTING =269.12SQ IN
LOWEST +3" SETTING =290.00 SQ IN
HIGHEST SETTING = 310.87 SQ IN

APPROX. DRAIN AREA OF DIAGONAL GRATE = 146.70 SQ IN.

MATERIAL: DUCTILE IRON GRATE MEETING H-20 LOAD
RATING & CONFORMING TO ASTM A536 GRADE 70-50-05
ALL CASTINGS ARE FURNISHED WITH BLACK

PAINT AND ZINC PLATED FASTENERS

SLOPE OF GRATE SURFACE IS 5.2%

CURB INLET FRAME INSIDE VOLUME IS APPROX 1.76 CU FT

APPROX. DRAIN AREA OF DIAGONAL GRATE & HOOD

LOWEST SETTING =227.89 SQ IN
LOWEST +1" SETTING = 248.77 SQIN
LOWEST +2" SETTING =269.64 SQ IN
LOWEST +3" SETTING =290.52 SQ IN
HIGHEST SETTING = 311.39 SQ IN

5.75

22.88

(22) X 1" GRATE SLOTS

22.88

(12) X 1" GRATE SLOTS

DETAIL NO.
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